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DC Miniature Circuit Breaker
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Product Parameter Product Rating

Product Category DC MCB

Product Part Code MCD16C2

Device Application Distribution

Network Type DC

Pole Description 2P

Number of Protected Pole 2

Rated Current (In) 16 A

Tripping Curve C

Breaking Capacity (lcu) 6 kA at 500 V DC

Utilisation Category A conforming to IEC 60947-2
Suitability for Isolation Yes conforming to IEC 60947-2

Rated Operational Voltage (Ue) 500V DC
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Product Parameter Product Rating

Rated Service Breaking Capacity (lcs) 4.5 kA
Rated Insulation Voltage (Ui) 800V
Rated Impulse Withstand Voltage (Uimp) 4 kv
Contact Position Indicator Yes
Mounting Mode Fixed
Mounting Support 35 mm Din Rail
Colour Grey
Mechanical Durability 20000 Cycles
Electrical Durability 1500 Cycles at 500 VDC
Tightning Torque 2.5Nm
Pollution Degree 3
Overvoltage Category 1]
Operating Altitude <2000 m
Ambient Temperature for Operation -25°C to +40°C
Ambient Temperature for Storage -20°C to +70°C
Product Dimension
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Product Parameter Product Rating

Product Category DC MCB
Product Part Code MCD16C4
Device Application Distribution
Network Type DC

Pole Description 4P

Number of Protected Pole 4

Rated Current (In) 16 A
Tripping Curve C

Breaking Capacity (lcu)

6 KA at 500V DC

Utilisation Category

A conforming to IEC 60947-2

Suitability for Isolation

Yes conforming to IEC 60947-2

Rated Operational Voltage (Ue)

1000V DC




@D

Product Parameter Product Rating

Rated Service Breaking Capacity (lcs) 4.0 KA
Rated Insulation Voltage (Ui) 800V
Rated Impulse Withstand Voltage (Uimp) 4 kV
Contact Position Indicator Yes
Mounting Mode Fixed
Mounting Support 35 mm Din Rail
Colour Grey
Mechanical Durability 20000 Cycles
Electrical Durability 1500 Cycles at 500 VDC
Tightning Torque 2.5Nm
Pollution Degree 3
Overvoltage Category "
Operating Altitude <2000 m
Ambient Temperature for Operation -25°C to +40°C
Ambient Temperature for Storage -20°C to +70°C
Product Dimension
75
704
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DC Miniature Circuit Breaker
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20A, 2 Pole DC MCB
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Product Parameter Product Rating

Product Category DC MCB
Product Part Code MCD20C2
Device Application Distribution
Network Type DC

Pole Description 2P

Number of Protected Pole 2

Rated Current (In) 20A
Tripping Curve C

Breaking Capacity (lcu)

6 kA at 500 V DC

Utilisation Category

A conforming to IEC 60947-2

Suitability for Isolation

Yes conforming to IEC 60947-2

Rated Operational Voltage (Ue)

500V DC
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Product Parameter Product Rating

Rated Service Breaking Capacity (lcs) 4.5 kA
Rated Insulation Voltage (Ui) 800V
Rated Impulse Withstand Voltage (Uimp) 4 kV
Contact Position Indicator Yes
Mounting Mode Fixed
Mounting Support 35 mm Din Rail
Colour Grey
Mechanical Durability 20000 Cycles
Electrical Durability 1500 Cycles at 500 VDC
Tightning Torque 2.5Nm
Pollution Degree 3
Overvoltage Category "
Operating Altitude <2000 m
Ambient Temperature for Operation -25°C to +40°C
Ambient Temperature for Storage -20°C to +70°C
Product Dimension
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DC Miniature Circuit Breaker
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Product Parameter Product Rating

Product Category DC MCB

Product Part Code MCD25C2

Device Application Distribution

Network Type DC

Pole Description 2P

Number of Protected Pole 2

Rated Current (In) 25A

Tripping Curve C

Breaking Capacity (lcu) 6 kA at 500 V DC

Utilisation Category A conforming to IEC 60947-2
Suitability for Isolation Yes conforming to IEC 60947-2

Rated Operational Voltage (Ue) 500V DC
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Product Parameter Product Rating

Rated Service Breaking Capacity (lcs) 4.5 kA
Rated Insulation Voltage (Ui) 800V
Rated Impulse Withstand Voltage (Uimp) 4 kV
Contact Position Indicator Yes
Mounting Mode Fixed
Mounting Support 35 mm Din Rail
Colour Grey
Mechanical Durability 20000 Cycles
Electrical Durability 1500 Cycles at 500 VDC
Tightning Torque 2.5Nm
Pollution Degree 3
Overvoltage Category "
Operating Altitude <2000 m
Ambient Temperature for Operation -25°C to +40°C
Ambient Temperature for Storage -20°C to +70°C
Product Dimension
75
35.2
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DC Miniature Circuit Breaker
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32A, 2 Pole DC MCB
MCD32C2

Product Parameter Product Rating

Product Category DC MCB
Product Part Code MCD32C2
Device Application Distribution
Network Type DC

Pole Description 2P

Number of Protected Pole 2

Rated Current (In) 32A
Tripping Curve C

Breaking Capacity (lcu)

6 kA at 500 V DC

Utilisation Category

A conforming to IEC 60947-2

Suitability for Isolation

Yes conforming to IEC 60947-2

Rated Operational Voltage (Ue)

500V DC
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Product Parameter Product Rating

Rated Service Breaking Capacity (lcs) 4.5 kA
Rated Insulation Voltage (Ui) 800V
Rated Impulse Withstand Voltage (Uimp) 4 kV
Contact Position Indicator Yes
Mounting Mode Fixed
Mounting Support 35 mm Din Rail
Colour Grey
Mechanical Durability 20000 Cycles
Electrical Durability 1500 Cycles at 500 VDC
Tightning Torque 2.5Nm
Pollution Degree 3
Overvoltage Category "
Operating Altitude <2000 m
Ambient Temperature for Operation -25°C to +40°C
Ambient Temperature for Storage -20°C to +70°C
Product Dimension
75
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DC Miniature Circuit Breaker
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Product Parameter Product Rating

Product Category DC MCB
Product Part Code MCD32C4
Device Application Distribution
Network Type DC

Pole Description 4P

Number of Protected Pole 4

Rated Current (In) 32A

Tripping Curve C

Breaking Capacity (lcu) 6 KA at 500V DC

Utilisation Category A conforming to IEC 60947-2

Suitability for Isolation Yes conforming to IEC 60947-2
Rated Operational Voltage (Ue) 1000V DC
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Product Parameter Product Rating

Rated Service Breaking Capacity (lcs) 4.0 KA
Rated Insulation Voltage (Ui) 800V
Rated Impulse Withstand Voltage (Uimp) 4 kV
Contact Position Indicator Yes
Mounting Mode Fixed
Mounting Support 35 mm Din Rail
Colour Grey
Mechanical Durability 20000 Cycles
Electrical Durability 1500 Cycles at 500 VDC
Tightning Torque 2.5Nm
Pollution Degree 3
Overvoltage Category 1
Operating Altitude <2000 m
Ambient Temperature for Operation -25°C to +40°C
Ambient Temperature for Storage -20°C to +70°C
Product Dimension
75
704
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DC Miniature Circuit Breaker

63A, 4 Pole DC MCB

® & ] (]

@99 MCD63C4
== o o
| |

MCDEICH .

S ey e

L
IEC 609472 }33‘5
|
I\ T D-0FF

Product Parameter Product Rating

Product Category DC MCB

Product Part Code MCD63C4

Device Application Distribution

Network Type DC

Pole Description 4P

Number of Protected Pole 4

Rated Current (In) 63 A

Tripping Curve C

Breaking Capacity (lcu) 6 KA at 500V DC

Utilisation Category A conforming to IEC 60947-2
Suitability for Isolation Yes conforming to IEC 60947-2

Rated Operational Voltage (Ue) 1000V DC
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Product Parameter Product Rating

Rated Service Breaking Capacity (lcs) 4.0 KA
Rated Insulation Voltage (Ui) 800V
Rated Impulse Withstand Voltage (Uimp) 4 kV
Contact Position Indicator Yes
Mounting Mode Fixed
Mounting Support 35 mm Din Rail
Colour Grey
Mechanical Durability 20000 Cycles
Electrical Durability 1500 Cycles at 500 VDC
Tightning Torque 2.5Nm
Pollution Degree 3
Overvoltage Category "
Operating Altitude <2000 m
Ambient Temperature for Operation -25°C to +40°C
Ambient Temperature for Storage -20°C to +70°C
Product Dimension
75
704
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